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UNITED STATES AVENUE
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MPSB0018                     TD=15 feet
 Depth  Parameter                    Result   [Criteria]   0-0.5  BENZO(A)PYRENE               0.48     [0.2]  6-6.5  NAPHTHALENE                  53       [6]
  6-6.5  TOTAL PETROLEUM HYDROCARBON  21000    [5100]  7.5-8  NAPHTHALENE                  6.9      [6]

MPSB0026                 TD=10 feet
 Depth  Parameter               Result  [Criteria]   0-0.5  BENZO(A)ANTHRACENE      2.3     [0.6]  0-0.5  BENZO(A)PYRENE          2.5     [0.2]
  0-0.5  BENZO(B)FLUORANTHENE    3.5     [0.6]  0-0.5  INDENO(1,2,3-CD)PYRENE  0.72    [0.6]

MPSB0041                 TD=10 feet
 Depth  Parameter               Result  [Criteria]   0-0.5  BENZO(A)PYRENE          0.63 J  [0.2]  0-0.5  BENZO(B)FLUORANTHENE    0.62 J  [0.6]  1.5-2  ARSENIC, TOTAL          49.9 J  [19]  1.5-2  LEAD, TOTAL             4190 J  [400]  1.5-2  BENZO(A)ANTHRACENE      0.82 J  [0.6]  1.5-2  BENZO(A)PYRENE          0.88 J  [0.2]
  1.5-2  BENZO(B)FLUORANTHENE    0.94 J  [0.6]  1.5-2  INDENO(1,2,3-CD)PYRENE  0.73 J  [0.6]  1.5-2  NAPHTHALENE             21      [6]  3-3.5  ARSENIC, TOTAL          41.2 J  [19]  3-3.5  LEAD, TOTAL             1540 J  [400]  3-3.5  BENZO(A)ANTHRACENE      1.3  J  [0.6]  3-3.5  BENZO(A)PYRENE          1.3  J  [0.2]  3-3.5  BENZO(B)FLUORANTHENE    1.7  J  [0.6]
  3-3.5  DIBENZO(A,H)ANTHRACENE  0.39 J  [0.2]  3-3.5  INDENO(1,2,3-CD)PYRENE  1.2  J  [0.6]

MPSB0047                     TD=10 feet
 Depth  Parameter                    Result   [Criteria]   0-0.5  NAPHTHALENE                  31       [6]  0-0.5  TOTAL PETROLEUM HYDROCARBON  15000    [5100]  1.5-2  BENZENE                      2.1 J    [2]  3.5-4  NAPHTHALENE                  13       [6]

MPSB0051               TD=10 feet
 Depth  Parameter             Result  [Criteria]   0-0.5  BENZO(A)ANTHRACENE    1       [0.6]  0-0.5  BENZO(A)PYRENE        1.5     [0.2]  0-0.5  BENZO(B)FLUORANTHENE  2.1     [0.6]
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Former Manufacturing Plant - Remedial Investigation

The Sherwin-Williams Company

SEEP AREA
SOIL SAMPLES

EXCEEDANCES (ALL PARAMETERS)
[NJDEP RESIDENTIAL DIRECT CONTACT 

SOIL REMEDIATION STANDARDS]
09003 25 MARCH 2011

1" = 80'

S. Jones

A. Fischer

J. Lynes

Legend
Soil Boring Location with No Exceedances
Soil Boring Location with Exceedances

Notes
1.  All results compared against the 2008 NJDEP Residential 
     Direct Contact Soil Remediation Standards (RDCSRS).
2.  All results are in MG/KG
3. J – Estimated Value
4. TD - Total Boring Depth in feet below ground surface
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MPSB0041               TD=15 feet
 Depth  Parameter               Result  [Criteria]   0-0.5  BENZO(A)PYRENE          0.63 J  [0.2]
  0-0.5  BENZO(B)FLUORANTHENE    0.62 J  [0.6]

Location ID Concentration
(mg/kg)
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ParameterCollection Depth NJDEP Criteria
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